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EQUIPO DE SOBREMESA TIPO 2

Imagen Codigo Componente
PLACA BASE HI110M-S2H GIGABYTE

RS 19392

LGA1151/H110/VGA/DVI-D/HDMI/ MATX

(] 20857 INTEL CORE 57500 BOX

LGA1151/6M/3.40 GHz/OPTANE
= 20412 DDR4 8 GB 2133 Mhz. ADATA

22845 240 GB SSD GREEN 3D WD

240GB/ 540MB/s [ 430MB/s

ﬂ 21343 CAJA MICROATX M500 FA/500GR BLACK COOLBOX
BAHIAS EXT:1x5'25, 1x3'S/INT:2x3'5, 3x2'5/ 2xUSB3.0/AUDIO
IN/OUT/FAS00W

/@\' 973 GARANTIA 3 ANOS 'in situ' en CPU EVEN
&2y i - - i

@8 . 19073 DVDRW 24D5MT SATA BULK BLACK ASUS

15184 MONITOR HANNSPREE HP227DJB MM REG. ALTURA

21.5"/1920x1080/5ms/VGA, DVI-D
@y 9502 TECLADO OEM BLACK K120 USB LOGITECH

@ 20942 MOUSE B100 LOGITECH OEM USB OPTICO

USB/800DPI/3 BOTONES



16791

WINDOWS 10 PRO 64 BITS (OA 3.0) EVEN
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CARACTERISTICAS PLACA BASE REF. 19392
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Support for Intel® Core™ i7 processors/Intel® Core™ 15
processors/Intel® Core™ i3

processors/Intel® Pentium®processors/Intel® Celeron® processors
in the LGA1151 package

L3 cache varies with CPU

(Please refer "CPU Support List” for more information.)
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Intel® H110 Express Chipset

2 x DDR4 DIMM sockets supporting up to 32 GB of system
memory

* Due to a Windows 32-bit operating system limitation, when more
than 4 GB of physical memory is installed, the actual memory size
displayed will be less than the size of the physical memory installed.
Dual channel memory architecture

Support for DDR4 2133 MHz memory modules

Support for ECC UDIMM 1Rx8/2Rx8 memory modules (operate in
non-ECC mode)

Support for non-ECC UDIMM [Rx8/2Rx8/1Rx 16 memory modules

(Please refer "Memory Support List” for more information.)
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Integrated Graphics Processor - Intel® HD Graphics support:
1 x D-Sub port, supporting a maximum resolution of
1920x1200@60 Hz

1 x DVI-D port, supporting a maximum resolution of
1920x1200@60 Hz

* The DVI-D port does not support D-Sub connection by adapter.
1 x HDMI port, supporting a maximum resolution of
4096x2160@24 Hz

#* Support for HDMI 1.4 version.

Support for up to 2 displays at the same time

Maximum shared memory of 512 MB

Realtek® ALC887 codec

High Definition Audio

2/4/5.1/7.1-channel

* To configure 7.1-channel audio, you have to use an HD front panel
audio module and enable the multi-channel audio feature through the
audio driver.

Support for S/PDIF Out

Realtek® GbE LAN chip (10/100/1000 Mbit)

I x PCI Express x 16 slot, running at x16 (PCIEX16)

(The PCI Express x16 slot conforms to PCI Express 3.0 standard.)
2 x PCI Express x1 slots

(All of the PCI Express x1 slots conform to PCI Express 2.0



standard.)

Chipset:

Storage

Interface 1. 4 x SATA 6Gb/s connectors
Chipset.

I. 4 x USB 3.0/2.0 ports (2 ports on the back panel, 2 ports available
USB through the internal USB header)
2. 8 x USB 2.0/1.1 ports (4 ports on the back panel. 4 ports available
through the internal USB headers)

I x 24-pin ATX main power connector
| x 8-pin ATX 12V power connector
4 x SATA 6Gb/s connectors

1 x CPU fan header

1 x system fan header

1 x front panel header

1 x front panel audio header

1 x S/PDIF Out header

9. 1x USB 3.0/2.0 header

10. 2 x USB 2.0/1.1 headers

11. 1 x Trusted Platform Module (TPM) header
12. 1 x serial port header

13. 1 x Clear CMOS jumper

Internal /O
Connectors
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1 x PS/2 mouse port

1 x PS/2 Keyboard port

1 x D-Sub port

1 x DVI-D port

1 x HDMI port

2 x USB 3.0/2.0 ports

4 x USB 2.0/1.1 ports

1 x RJ-45 port

3 x audio jacks (Line In, Line Out, Mic In)

Back Panel
Connectors

/0
Controller

iTE® I/O Controller Chip

System voltage detection

CPU/System temperature detection

CPU/System fan speed detection

CPU/System overhealing warning

CPU/System fan fail warning

6. CPU/System fan speed control

# Whether the fan speed control function is supported will depend on
the cooler you install.
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H/W
Monitoring

1. 1 x 64 Mbit flash

BIOS Use of licensed AMI UEFI BIOS

S



Unique
Features

Bundle
Software

Operating
System

Form
Ifactor

Remark

2w

PnP 1.0a, DMI 2.7, WfM 2.0, SM BIOS 2.7, ACPI 5.0

. Support for APP Center

# Available applications in APP Center may differ by motherboard
model. Supported functions of each application may also differ
depending on motherboard specifications.

3D OSD

@BIOS

AutoGreen

Cloud Station

EasyTune

Fast Boot

Smart TimeLock

Smart Keyboard

Smart Backup

System Information Viewer

USB Blocker

Support for Q-Flash

Support for Smart Switch

Support for Xpress Install

Norton® Internet Security (OEM version)
cFosSpeed

. Support for Windows 10/8.1 64-bit

Support for Windows 7 32-bit/64-bit
# Please download the "Windows USB Installation Tool" from
GIGABYTE's website and install it before installing Windows 7.

Micro ATX Form Factor; 22.6cm x 17.4cm

Due to different Linux support condition provided by chipset
vendors, please download Linux driver from chipset vendors'
website or 3rd party website.

Most hardware/software vendors may no longer offer drivers to
support Win9X/ME/2000/XP. If drivers are available from the
vendors. we will update them on the GIGABYTE website.
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54,6¢m [ 21.5” Diagonal White LED-Backlight

+ 50,000,000.1 Active Contrast

5ms Response Time

VGA + DVI (HDCP) Inputs

Built-In Stereo Speakers

Low Power Consumption

Multi-Video Modes . PC / Movie / Game / ECO

HAMNS G ¥ + Tilt and Wall-Mountable (VESA)
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RESCLUTION 50,000,000:1 RESPONSE TIME
=] \
. ! =R
BUILTIN LOW POWER

VESA
STERED CONSUMPTICN VALL-MOUNTABLE



HP227DJB | kv

54,6¢m [ 21.5"” Diagonal White LED-Backlight

LCD Parel

Bnghtness

Pixel pitch

Aspect Ratio 189

PC Input Range

Max. display fraquancy
(Reselutien H'W/FY)

Interface i
Qutput Terrrinal Eaphone MA

On 24W,
Standby<=0.5W, Off<=0.5"¥

Power Consumption

Power on . Green (LED)
Power saving Amber(LED)

Operating Condition

Physical

Kensington Lock Yes

Front control

Cantrols

Preset Mode

Container Loading
20' Standard

ACcassones

Color Plan

Carton box
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